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Principal-component characterization of noise for
infrared images
Jose´ Manuel Lo´pez-Alonso, Javier Alda, and Eusebio Bernabe´u
Principal-component decomposition is applied to the analysis of noise for infrared images. It provides
a set of eigenimages, the principal components, that represents spatial patterns associated with different
types of noise. We provide a method to classify the principal components into processes that explain a
given amount of the variance of the images under analysis. Each process can reconstruct the set of data,
thus allowing a calculation of the weight of the given process in the total noise. The method is
successfully applied to an actual set of infrared images. The extension of the method to images in the
visible spectrum is possible and would provide similar results. © 2002 Optical Society of America
OCIS codes: 110.4280, 110.3080, 040.1240, 040.2480, 110.6820, 260.3060.1. Introduction
The images obtained by infrared systems have, in
general, lower contrast than the corresponding im-
ages in the visible. This fact makes infrared images
more vulnerable to any kind of noise. In scanning
systems the main contribution to noise is due to tem-
poral noise. For focal-plane-array systems FPAs
the number of detectors is large, and they can show
significant differences in responsivity, gain, and
noise. However, their spatial distribution produces
another type of noise that is usually called spatial
noise. These facts make the noise characterization
of an infrared image-forming system an important
task to accomplish for a complete specification of
those systems. The principal-component method
explained in this paper can also be applied to a set of
images in the visible spectrum.
In one approach, for a set of frames taken in a time
sequence from the output of an image-forming sys-
tem, it is possible to define two main types of noise:
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be characterized by the fixed-pattern noise FPN,
which is usually defined as a fixed image imposed
over the actual image. In contrast, temporal noise
appears as a salt-and-pepper noise that changes from
frame to frame. Summarizing, spatial noise is a
constant image appearing in all the frames, and tem-
poral noise is an image that changes from frame to
frame.
Another description of the noise given by Mooney1
itemizes the following four physical sources:
• Nonuniform pixel nonlinearities, which corre-
spond to the nonuniformity of the response of detec-
tors and their lack of linearity. It is usually
compensated for by correction algorithms on the ba-
sis of measurements at two temperatures. Some re-
sidual noise remains uncorrected after the
calibration. After some time the calibration usually
has to be redone.
• Detector 1f noise, which is the nonstationary
noise of detectors. It produces a drift or blinking in
the signal for each individual pixel.
• Array 1f, which is usually produced by the
processing of the image after detection in the readout.
It introduces a pattern in the image that changes
with time.
• Spectral nonuniformities, which appear be-
cause of the differences among the spectral respon-
sivities of the individual detectors of the array.
Because the time variations of these four contribu-
tions to the noise are slow, these four sources are
usually included in the description of the spatial
noise. An important consequence of this reasoning
is that pure temporal noise and pure spatial noise
the FPN are two limiting cases of a more general
description of the noise structure of a set of frames.
The usual way to measure spatial noise and tem-
poral noise is the averaged frame method. To apply
this method, a set of frames is taken of a uniform
object a blackbody. An averaged frame is obtained
by averaging the signal for each detector along the
time. The standard deviation of this averaged
frame is taken as the spatial noise. Then this aver-
aged frame is removed from each frame. The stan-
dard deviation of the remaining frame is the value of
the temporal noise. This method assumes that the
correlation of the spatial noise image with every
frame is strictly one, and the correlation of the tem-
poral noise image with each frame is zero. That is,
temporal noise is something that changes from frame
to frame and spatial noise is something appearing in
all images the FPN. There are two problems when
conceptions of characterization and measurement of
noise in infrared cameras are considered:
• In general, the actual absolute values of the
correlation between frames go from zero to one.
Mooney1 defines a correlation coefficient as
t1, t2 
1
M i1
M
 fi,t1  ft1 fi,t2  ft2
sf,t1
2 , (1)
where fi,t1 and fi,t2 are the signals of the pixels spa-
tially located by i of the frames Ft1 and Ft2, respec-
tively, M is the number of pixels,  ft1 and  ft2 are the
mean of the pixels for the two frames, and sf,t1
2 is the
total variance measured in a single frame at a time t1.
This equation can be rewritten as
t1,t2
Ft1  Ft2  ft1 ft2
Ft1  Ft1  ft1
, (2)
where  means correlation. By use of this coeffi-
cient it is possible to find a continuous scale of
values for the different sources of spatial noise. In
increasing order from 0 to 1, Mooney finds shot
noise, 1f noise, nonlinear nonuniformities, spectral
nonuniformities, and additive nonuniformities. In
accordance with the averaged frame method, pure
spatial noise is the correlated portion of the total
noise. He defines the temporal noise value as the
uncorrelated portion of total noise. In the image
this corresponds with frames that changes ran-
domly from frame to frame.1
• The characterization of noise, specially spatial
noise, as a single value the standard deviation is not
enough when images are considered. For example,
different FPNs can have the same standard devia-
tion. Some other models have been developed to in-
crease the noise description complexity, providing
again a collection of numbers to describe the noise of
an image.2 It is important to remember that noise isstudied to know its influence over a given image tar-
get that has to be detected. Therefore it would be
useful to have a method for discriminating the differ-
ent types of image produced for different types of
noise according to the Mooney classification1 or any
other classification of interest.
In Section 2 of this paper we present a method to
solve the previous problems. The mathematical tool
used is the principal-component decomposition.
This method takes the set of frames as a linear com-
bination of eigenimages, each one associated with one
principal component. When the method is applied
to the analysis of noise of images, it calculates the
contribution of different eigenimages to the noise.
The noise information is embedded in the covariance
between frames. At the same time, when the prin-
cipal components are interpreted as images, it is pos-
sible to associate the noise with an image pattern.
We will see how these eigenimages allow for recon-
structing subsets of frames from the original set and
for associating them with different processes that
contribute to the total noise proportionally to the
variance of the eigenimages. In this section we also
present the operation and use of the principal-
component decomposition for the analysis of the noise
of the data provided by an infrared imaging system.
Section 3 is devoted to the classification of the con-
tributions of the noise by the proper grouping of the
principal components into processes. This grouping
and classification is based on the decomposition of the
variance of the set of frames, as a sum of contribu-
tions that can be statistically distinguished. The
identification of the processes with physical sub-
systems responsible for a given part of the noise re-
quires the analysis of the whole image-forming
system and the auxiliary subsystems that provide the
set of frames. That is not the goal of this paper.
This paper is mainly focused on the presentation of
an alternative way of analyzing the noise structure of
actual set of frames. An example of the operation of
the method is presented in Section 4. The results
justify the use of the principal-component character-
ization for the analysis of the noise of imaging
systems. Finally, Section 5 presents the main con-
clusions of the paper.
2. Principal-Component Expansion
Generally speaking, the method of principal compo-
nents analyzes the variance of different observations
of a set of variables.3 To apply the method to the
spatial and temporal noise characterization of infra-
red cameras, we assume that the variables are the
frames taken in a time sequence, and the pixels’ sig-
nals are the observations of these variables. The
frames are taken when the infrared system is staring
at an uniform object, usually a blackbody. Then the
object is assumed to have constant values of exitance,
spatially and temporally. Therefore the lack of uni-
formity among the frames is produced by the noise
introduced by the image-forming system and all the10 January 2002  Vol. 41, No. 2  APPLIED OPTICS 321
3subsystems used to provide those frames. This set
of data can be denoted as
F  	F1, F2, . . . , Ft, . . . , FN
, (3)
where N is the number of frames and Ft is the frame
taken at a given time. The whole set comprises all
the data we want to analyze.
To apply the principal-component analysis, each
frame is considered a random variable. The realiza-
tion of one of these variables are the signals obtained
by each detector at a given frame. Then the analysis
of the covariances between the elements of this set of
variables, F, is equivalent to calculate the covariance
matrix of the frames. The goal of the principal-
component decomposition applied to infrared optical
systems is to obtain the set of frames as a sum of
several processes, showing a clear behavior of their
covariances. These processes have to be uncorre-
lated. In the analysis of the frames, the temporal
variable is discrete, and the covariance can be calcu-
lated by means of the covariance matrix between
frames.3
To build this covariance matrix we first define the
set of variables as in Eq. 3. Each one of these
frames is composed of the signals obtained by the
individual pixels. If the camera has R rows and C
columns, it is possible to arrange the M  R  C
signals from the two-dimensional pixels as a column
vector. The index of the elements of the vector, k, is
related with row, r, and column, c, characterizing the
pixel’s position as
k  c  1R  r, (4)
where r runs from 1 to R and c runs from 1 to C.
Therefore k runs from 1 to M, where M is the total
number of pixels in the array. With this arrange-
ment the frame is given as Ft
T   f1,t, f2,t, . . . ,
fk,t, . . . , fM,t, where fk,t is the signal of the pixel k at
the frame t T means transposition. It is important
to note that by using this algorithm we do not lose the
information about the location of the pixels in the
image. By use of this method, the set of data is
placed in a M  N matrix, F. The covariance of this
set of data is defined by the following N  N matrix,
S 
1
M  1
F TF , (5)
where F is a set of data having zero mean. This
modified set of data is obtained from the original one
by subtracting its mean from each frame. This is
accomplished by the following relation,
F  F 
1
M
UM UM
TF, (6)
where UM is a column vector with M elements equal
to one. This transformation is equivalent to an off-
set correction that removes a dc level from the signal.
The diagonal elements of S represent the variance
of the frames. Meanwhile, the nondiagonal ele-22 APPLIED OPTICS  Vol. 41, No. 2  10 January 2002ments are related to the covariance between pairs of
frames. Our interest is focused in the covariance
structure of the data. The principal-component ex-
pansion corresponds with new variables, obtained as
a linear combination of the original ones, that do not
present covariance among them.3–6 In addition, the
variance of these new variables is arranged in de-
creasing order. Mathematically, this expansion is
obtained by the diagonalization of the S matrix that
produces a set of eigenvalues, , and eigenvectors,
E. The diagonalization relation is
S  IE 0, (7)
where I is the N  N unity matrix. The set of eig-
envectors, 	E1, E2, . . . , E, . . . , EN
, can be arranged
as a N  N matrix, E, where the  column contains
the elements of the vector E
T  e1,, e2,, . . . ,
e,, . . . , eN,, obtained from the eigenvalue equa-
tion. With this matrix, the principal-component ex-
pansion is obtained as a M  N matrix, Y, as follows:
Y  F E. (8)
Each one of the principal components is given by the
following relation:
Y
t
N
et,F t. (9)
Even more interesting for the analysis of the noise in
successive frames is the derivation of the original
frames as an expansion of the principal components.
These principal components can be taken as images.
Therefore each one of the principal components is an
image that is properly combined to produce the orig-
inal set of frames. From the previous derivation of
the principal-component expansion, it is possible to
invert the process and obtain the frames as a combi-
nation of the principal components. This is done by
the matrix relation
F  YET, (10)
which provides the following equation:
F t

N
et,Y. (11)
The element et, is the weight of the principal com-
ponent Y in the frame F t. An exact reconstruction
of the original frames with zero mean, F t, is obtained
when the index  runs from 1 to N.
To have a clearer picture of the problem, we show
in Figs. 1 and 2 an example with only three frames.
These frames have 4756 pixels arranged in a 58  82
array. We restrict the example to three frames be-
cause it is the maximum number able to be repre-
sented with a three-dimensional 3D plot in which
the three orthogonal directions are associated with
the frames. The signal given by each pixel, deter-
mined by its spatial index, k, is represented by a point
in a 3D diagram whose coordinates are the three
different values of that pixel in the three frames,  fk,1,
fk,2, fk,3. When all the pixels are located in this
diagram, a cloud of dots is obtained; each dot is one
pixel. The center of this cloud of dots is determined
by the mean of each frame. The transformation of
the frames to have a zero mean Eq. 6 is better
adapted to the analysis of the dispersion of the data.
In Fig. 1 the pixels are mainly aligned along a given
Fig. 1. Scatter plot of the values of 4756 pixels in three frames.
The principal components correspond with the main directions of
the 3D ellipsoid that contains the points. These directions are
represented as three orthogonal arrows with lengths proportional
to the eigenvalue. For the sake of clarity, the scale for the second
and third values has been modified. The actual values of the
eigenvalues are, in decreasing percentage, 95.82%, 2.21%, and
1.96%.
Fig. 2. The original frames after subtraction of the mean are rela
we show how the original frames F 1, F 2, F 3, whose pixels’ va
components, Y1, Y2, Y3, that are presented as images. The 475
the principal components we plot the three frames generated by e
representation, we have maximized the range of the gray level
generated frames.direction. This direction corresponds with the first
principal component, which explains most of the vari-
ance of the data. The second and third principal
components are located in a plane perpendicular to
the first one and explain the residual variance of the
data. The directions of these three eigenvectors are
mutually orthogonal to each other. In Fig. 1 we
have plotted the directions of these three eigenvec-
tors with arrows whose lengths are related to the
values of the corresponding eigenvalues Fig. 1 is not
in scale; the actual contributions of the three princi-
pal components are, in decreasing order, 95.82%,
2.21%, and 1.96%. Figure 2 shows a pictogram of
how the principal-component expansion works with
these three frames. Each original frame, having
zero mean, can be arranged as an image correspond-
ing to the columns of the frame matrix, F . This
matrix has 4,756 rows and 3 columns. After apply-
ing Eq. 8, we find three principal components that
can be interpreted as images and arranged in the
matrix Y. The relation between these two matrices
is given by the matrix E for transforming F into Y and
by the matrix ET for the inverse transformation.
This inverse transformation Eq. 10 is the one pre-
sented in Fig. 2 rearranging the rows of F into an
image pattern according to transformation 4. A
given row of F is a triplet having the values of the
corresponding pixel in each frame; the same row of Y
is another triplet having the values of the same pixel
in each principal-component direction. These two
ways of representing a given individual pixel and the
whole image after the procedure is extended to every
o the principal component through a rotation matrix. In this plot
are represented in Fig. 1, are transformed into three principal
els are actually arranged as a 58  82 array. Below each one of
rincipal component see Eq. 14. To improve the clarity of the
e maximum for each image principal component, frames, andted t
lues
6 pix
ach p
to th10 January 2002  Vol. 41, No. 2  APPLIED OPTICS 323
3row are linked by the 3  3 matrix containing the
values of the eigenvectors, E see Eqs. 8 and 10.
Then it is clearly shown that E can be interpreted as
a rigid rotation transformation.
A. Meaning of the Eigenvalues
The covariance matrix defined for the principal-
component decomposition calculated by Eq. 5, sub-
stituting F by Y is related to the covariance matrix of
the frames as follows:
SY
1
M  1
YTY  ETSE. (12)
This new covariance matrix, SY, is a diagonal matrix
having the eigenvalues of Eq. 7 along the diagonal.
The nondiagonal elements of SY are zero, showing
that the new set of variables, the principal compo-
nents, are mutually independent. Transformation
12 can also be seen to be derived from a rigid rota-
tion of coordinates.7 The total variance of the data is
given by the sum of the eigenvalues. These eigen-
values are the variances of the corresponding princi-
pal components. The relative contribution to the
total variance of the data of a selected principal com-
ponent will be given as the quotient between the
corresponding eigenvalue and the sum of all the eig-
envalues. The principal components explain the
variance of the original frames in decreasing order.
Therefore, in some particular cases, a selection of the
first principal components is able to describe the
main contributions of the variance.
B. Fixed-Pattern Noise and Pure Temporal Noise
The FPN is defined as an image that appears in every
frame with a fixed spatial pattern. If the set of data
contains such an artifact, after applying the
principal-component decomposition, we would find
that the principal component associated with the
FPN, YFPN, is contributing equally to every frame.
We should recall that each frame represents an im-
age at a given time. The FPN is invariant with time,
and it appears as a constant image along the frames.
The importance, or weight, of the FPN in the set of
frames is given by the elements of the associated
eigenvector see Eqs. 10 and 11, EFPN  e1,FPN,
e2,FPN, . . . , et,FPN, . . . , eN,FPN. By definition of the
FPN, these contributions must be equal. In addi-
tion, the eigenvectors are unitary vectors. There-
fore e1,FPN  e2,FPN  . . .  et,FPN  . . .  eN,FPN 
1N. This direction is the bisectrix of the coordi-
nate system of the original frames. When pure spa-
tial noise is the most important source of noise, this
eigenvector corresponds with the first one, EFPN 
E1.
Within the “averaged frame method” the temporal
noise is assumed to be uncorrelated along the
frames.7 This assumption, along with the indepen-
dence between the principal components, suggests
that the eigenvectors that correspond to the principal
components associated with pure temporal noise lie
on a hyperspace perpendicular to the bisectrix of the24 APPLIED OPTICS  Vol. 41, No. 2  10 January 2002coordinate system, i.e., perpendicular to the eigenvec-
tor associated with the FPN.
These two limiting cases of noise structures are
easily found with the principal-component analysis.
In addition to them, other kinds of noise structure
that show covariances at an intermediate time scale
can also be treated with principal-component decom-
position.
C. Contribution of the Principal Components to the
Frame Set. Rectification
A type of noise involving only one eigenimage is a
single image whose weight changes with the frames
if this weight is constant along the frames, it corre-
sponds with the FPN. A more complex type of noise
may involve a selected set of principal components,
not only one. Then we wonder how this set deter-
mines the structure of the noise in the original
frames. The operational method for answering this
question is called “rectification” or “principal compo-
nent filtering.”5 It works by building a rectification
matrix obtained by the following equation,
P  EET, (13)
where E is a matrix containing as many columns as
the number of principal components involved in the
rectification. These columns are the elements of the
eigenvectors selected for the analysis. Another pos-
sible point of view takes P as a projection matrix that
extracts the influence of the selected principal com-
ponents on the original data. The corresponding fil-
tered data are given as
F  F P 
1
M
UM UM
TF. (14)
This rectification, or filtering, allows a representation
of the portion of the original frames that include, or
not include, a given noise structure. Figure 2 shows
how the rectification process works. The three
stacks of three images below the principal compo-
nents represent the portions of the original set of
frames obtained after this set was filtered with the
three projection matrices corresponding to each prin-
cipal component. The original set is obtained by
adding up the three filtered sets. To improve the
graphical representation, we have maximized the
range of values of the pixels’ variations. Actually,
the first principal component, Y1, and therefore the
first filtered set F P1, contributes 95.82% to the total
noise of the frames. By using Eq. 14, it is possible
to extract from the original data those contributions
that do not contain, for example, the FPN.
Summarizing the application of the principal-
component decomposition to the analysis of the noise
of a set of frames, we find some clear advantages.
The total variance of the data is sectioned into un-
correlated parts: the eigenvalues of the decomposi-
tion. Each eigenvalue is associated with its
principal component. In addition, each principal
component represents an eigenimage. The impor-
tance of an eigenimage in each frame is properly
obtained by the components of the associated eigen-
vector. In Section 3 we will show how some of the
principal components can be grouped into a process
that explains a given amount of the total variance.
The frames obtained by the principal-component fil-
tering that uses the subset of principal components
grouped into a process will not be correlated with the
frames obtained after rectification with the rest of the
principal components that do not belong to the subset
associated with the process.
The next step is to relate the subset of principal
components with different physical mechanisms con-
tributing to the noise of the system. This task needs
not only the application of the method as it is ex-
pressed in this paper but also the knowledge of the
specifications of the subsystems integrated in the in-
frared optical system lenses, focal-plane array, elec-
tronics, frame grabber, digitizers, etc. Besides the
physical sources, the classification of the noise pro-
posed by Mooney1 and presented in Section 1, estab-
lishes a given dependence of the noise structure with
respect to the frequency for example, the 1f noise.
The analysis and identification of such sources or
types of noise is beyond the objectives of this paper.
Our processes are related with a clear relation be-
tween a subset of principal components the eigenim-
ages and a portion of the total variance of the set of
data their associated eigenvalues. Therefore crite-
ria to build the right subset of principal components
will be necessary to practically apply the method to
the analysis of noise in a temporal series of frames.
This is the objective of Section 3.
3. Classification and Grouping of the Principal
Components as Processes
In Section 2 we have seen the meaning and impor-
tance of the principal component YFPN that was iden-
tified with the FPN. In that case the process that
generates the FPN involves only one principal com-
ponent. In the general case the number of principal
components associated with a given process can be
greater than one. In this section we analyze more in
depth the method of grouping a subset of principal
components in such a way that the whole subset is
associated with a given portion of the total variance of
the original data. To do this, we will validate the
assumption, by means of statistical criteria, that sev-
eral eigenvalues are undistinguishable.8,9 As we
have seen, the principal-component method can be
applied to a given set of frames that is a sample of the
actual phenomena. Our goal is to characterize the
noise of the original set. We will need criteria to
extract the variation of the signals that are due to
identifiable noise process from any existing experi-
mental uncertainty. Then the obtained eigenvalues
will have an associated error for a given confidence
level. The grouping of a subset of eigenvalues and
therefore eigenimages and eigenvectors will be
based on this concept. A detailed calculation is pre-
sented in Appendix A.
In other fields in which the principal-componentdecomposition is applied, after the principal compo-
nents are obtained, it is useful to know which ones
are the most significant. The context, the meaning,
and the nature of the data help in making this
analysis.10–12 The significance test most commonly
used is the Anderson test.7 It analyzes the degen-
eracy of a set of eigenvalues, k, of the covariance
matrix of data obtained with M samples and esti-
mated with values lk. Although the estimators do
not need to be equal, the degeneracy condition is
expressed as the following hypothesis,
Ho : k1 k2 · · ·  kn; ki  K, (15)
where K is a set of n subindices. The problem is that
the estimators are obtained from an actual set of data
that is a sample. Therefore another sampling will
produce a different value of estimators that should
be, under the previous hypothesis, statistically un-
distinguishable from the actual eigenvalues that we
assume are equal. The eigenimages belonging to
the subset under test can be different different spa-
tial patterns from sample to sample, but all of them,
by hypothesis, have the same variance. If this is the
case, the associated eigenvectors of the two samples
can be related by means of rotations with arbitrary
angles. In that case they form a degenerated mul-
tiplet, and they generate the same subspace. The
associated principal components can be seen as a
rotation of the actual ones.12 This hypothesis can be
analyzed by several methods. In Appendix A we
show a way of calculating the expected distribution of
probability of the eigenvalues. With that method
the hypothesis can be validated and used.
As an example of the previous assessments, let us
take two eigenvalues a duplet, 1, 2, that are as-
sumed to be equal to . Their estimators, l1, l2, are
undistinguishable within the uncertainty that is due
to the sampling procedure. The associated eigenvec-
tors, e1, e2, define a plane. Now these eigenvectors
are rotated with respect to an axis perpendicular to
that plane by an angle 1,2.
The new eigenvectors, e1, e2, are related to the old
ones by the following transformation:
e1e2   cos 1,2 sin 1,2sin 1,2 cos 1,2e1e2 . (16)
According to Eqs. 9 and 16, the new principal com-
ponents are
Y1 
t
e1,tFt Y1 cos 1,2 Y2 sin 1,2,
Y2 
t
e2,tFt Y1 sin 1,2 Y2 cos 1,2, (17)
and the variance of the new principal components are
l1  l1 cos
2 1,2 l2 sin
2 1,2,
l2  l1 sin
2 1,2 l2 cos
2 1,2, (18)
where we can apply the fact that l1 and l2 are undis-
tinguishable within the sampling uncertainties to10 January 2002  Vol. 41, No. 2  APPLIED OPTICS 325
3conclude that the new estimators of the eigenvalues,
l1, l2 are also undistinguishable for any value of 1,2.
Then the new principal components are equivalent to
the old ones because they explain the same amount of
variance. This reasoning produces the following re-
sult for the covariance between Y1 and Y2 with Eqs.
17,
covY1, Y2 
l2 l1
2
sin 21,2, (19)
where, for a given sample, 1 and 2 have been esti-
mated by l1 and l2 with an uncertainty that is due to
the sample. If hypothesis 15 is correct, then the
covariance is a variable having zero mean and a vari-
ance 2  5M2sin2 21,24 when we take differ-
ent sets of frames see Eq. A16 with r  2 and M is
the number of pixels. Then the frames recon-
structed by Y1 and Y2 cannot be taken as actually
independent because there exists an uncertainty in
their covariance when another set of frames is taken.
These uncertainties caused by the sample of the
frames and by the number of detectors make it im-
possible to ensure that the frames reconstructed by
Y1 are strictly uncorrelated with those coming from
Y2. Therefore it is necessary to take the frames
generated with both degenerated eigenvalues be-
cause they show an inner connection in their covari-
ance.
The same reasoning that worked for two eigenval-
ues can be extended to the set of eigenvalues that
comply with the degeneracy condition. Now let us
take a set of s  1 eigenvalues with their correspond-
ing eigenvectors and principal components. The de-
composition method ordinates the eigenvalues in
such a form that obeys r  r1 . . .  . . .  rs.
We assume that all the consecutive pairs of eigenval-
ues form a degenerate duplet they obey hypothesis
15 with two consecutive indices. If we sample
again and take another set of frames, the new calcu-
lated principal components will change in form,
maintaining the value of the variance within the un-
certainty associated with the sampling procedure.
The principal component associated with the small-
est eigenvalue has changed from Yrs to Yrs 
Yrs. This principal component belongs to the de-
generate duplet Yrs1, Yrs. By rotating these
principal components we can obtain a new pair of
principal components. The change induced by the
new sampling is related by means of the rotation. If
we assume, for simplicity, that only Yrs has
changed, then after the rotation the induced change
in the pair Yrs1, Yrs is
Yrs1  Yrs sin rs, rs1,
Yrs  Yrs cos rs, rs1. (20)
Therefore the change induced by the new sampling in
Yrs is forwarded to Yrs1 by the rotation. In ad-
dition, the new principal component Yrs1 explains
the same amount of variance as Yrs1. Besides, we
have assumed that all the consecutive pairs of prin-26 APPLIED OPTICS  Vol. 41, No. 2  10 January 2002cipal components, from r to r  s, are degenerate
diplets. In this case a new rotation of angle
rs1,rs2 can transform the pair Yrs2, Yrs1
into a new pair Yrs2, Yrs1. By use of this
rotation it is possible to transfer the change Yrs
consecutively from Yrs to Yr. The above reasoning
explains that a change in one of the principal compo-
nents propagates to all the principal components de-
generated in consecutive pairs.
At this point it is possible to present a clear defi-
nition of process. By use of the principal-component
decomposition to analyze the noise of a set of frames,
a process is defined as a filtered set of frames gener-
ated by a subset of principal components eigenim-
ages; besides, their corresponding eigenvalues are
consecutive degenerate pairs. The frames gener-
ated by the principal components belonging to one
process will show, between them, a nonnegligible de-
gree of correlation because of the inner connections
established by the existence of consecutive degener-
ate pairs. At the same time, two frame sets gener-
ated by the principal components associated with two
different processes will show a negligible value of
covariance. For a given image-forming system un-
der test, this behavior remains stable if we take an-
other set of data with the same of number of frames
and detectors. In other words, there is not a sim-
pler, and more stable, way of sectioning different con-
tributions of the noise having null covariance.
Once the concept of process is defined, it is neces-
sary to establish a procedure to group the principal
components into processes. This procedure is ex-
plained more in depth in Appendix A by use of sta-
tistics concepts. This appendix is an application of
the rule of thumb given by North et al.9 It says that
two eigenvalues can be considered as belonging to a
degenerated multiplet when their values are within
the sampling error of each of them; i.e., the uncer-
tainty ranges overlap. In the appendix we derive
the distribution of the values of the eigenvalues for
our case.
4. Example: Classification of Noise for an Infrared
Focal-Plane-Array Camera
In this section we have tested the method with actual
values obtained from a set of frames taken from the
video output of an infrared camera. The camera op-
erates in the 3–5-m band, having a lens with f 
250-mm lens. Twenty-one frames from the video
signal of the camera were digitized at 8 bits with a
frame grabber. The scene viewed for the camera is
a blackbody extended source at several temperatures
15 °C, 20 °C, 25 °C, 30 °C, 35 °C, and 40 °C and pro-
jected with a reflective collimator  f  1778 mm.
The camera is calibrated with a two-point internal
method and one-point external calibration at 20.8 °C
and 39% relative humidity. The analysis is made in
a small region of the field of view containing 131 
167 points from a total of 512  512 pixels given by
the video output of the camera. A portion of the
image was selected to reduce the computing time.
The original image produces a F matrix having
262,144 rows and the selected region has “only”
21,877 rows.
Figure 3 shows the classification of eigenvalues for
the set of frames at 20 °C. Each one is shown with
the error bars deduced with the method described in
Appendix A. Accordingly, with this method of clas-
sification three different processes are found. The
first one is governed by the first principal component,
the second one involves two, and the third is obtained
combining the remaining eighteen eigenvalues. A
simple way, named the scree method,8 to group the
eigenvalues is clearly applicable in this case. The
foundations and the application of the intuitive scree
method to data representing images have been pre-
sented in Section 3 and Appendix A. This classifi-
cation relates these three sets of eigenvalues to three
processes that produce a given type of noise repre-
sented by the associated subsets of principal compo-
nents.
One of the reasons to apply the principal-
component decomposition to the analysis of the noise
is that it provides a set of eigenimages the principal
components. In Fig. 4 we show these eigenimages
obtained for two different temperatures 20 °C and
40 °C. The spatial noise is related in this case to
the first principal component. The second group of
eigenvalues, or the second process, is associated with
the second and third principal components. These
two components clearly differ from the rest of eigen-
images, and they are associated with a running fringe
pattern that crosses the image periodically. The
third group of eigenvalues from the 4th to the 21st
corresponds to a process that is better associated with
temporal noise. At this point, a detailed analysis of
the whole system used to produce the frames can
identify these three processes, specially the first and
second, with an actual subsystem responsible for the
noise.
Fig. 3. Plot of the 21 eigenvectors for a set of 21 experimental
frames analyzed by the principal-component method. The scree
test clearly identifies three groups of eigenvalues. The method to
group eigenvalues described in Section 3 also produces the same
grouping. The values are also plotted with the error bars ob-
tained after calculation by use of the operational method described
in Appendix A. The grouping appears when the eigenvalues over-
lap their error bars continuously.In Fig. 5 the eigenvalues are represented for sev-
eral temperatures of the blackbody. Again, at each
temperature, the same three processes are found.
As mentioned in Section 2, the first principal compo-
nent and eigenvalue are usually associated with the
spatial noise. This is the only one whose contribu-
tion changes significantly with the background
temperature supporting such association. This be-
havior is due to the calibration procedure previously
described that performs a better compensation at
25 °C than at other temperatures.
After classifying the principal components into pro-
cesses, it is possible to reconstruct a subset of 21
frames for each process by the rectification method.
One possible analysis is to study the standard devi-
ation of the frames related to each process. In Fig. 6
we plot the evolution with temperature of the three
mean standard deviations associated with the three
processes. After rectifying the original data set with
Fig. 4. Eigenimages corresponding to the principal components
obtained at two different temperatures. The first principal com-
ponent can be associated with spatial noise. The second and the
third correspond with a process clearly different from the other
two. It represents a fringe pattern crossing the scene periodically.
The rest of eigenimages can be associated with temporal noise.10 January 2002  Vol. 41, No. 2  APPLIED OPTICS 327
3the three subsets of principal components, we calcu-
late the standard deviation of the 21 frames and plot
their mean value along with their uncertainty as er-
ror bars. We can see that the second process repre-
sents a lower value than the third process.
However, it has been clearly identified and extracted
from the data set by the principal-component decom-
position. This means that the principal-component
analysis has been able to enhance a contribution to
the variance below the pure temporal noise contribu-
tion. If the intent is to remove the effect of a given
portion of the noise, then we need only to reconstruct,
or filter, the original set of frames by using those
principal components that do not belong to that por-
tion of noise being removed see Eq. 14.
Another type of analysis, for example, the 3D
model of the noise, can be applied to every subset of
21 frames.2 The results are plotted in Fig. 7 at two
temperatures 20 °C and 40 °C. The first process is
clearly related to spatial noise because it has almost
Fig. 5. Plot of the 21 eigenvalues at several temperatures of the
blackbody. The same three processes shown in Fig. 3 are found.
The first process, associated with spatial noise, changes in accor-
dance with the expected evolution of spatial noise with tempera-
ture, reaching a minimum around the calibration point.
Fig. 6. Mean standard deviation and uncertainty for the frames
generated for the three processes at different temperatures.28 APPLIED OPTICS  Vol. 41, No. 2  10 January 2002no temporal components and its importance in-
creases as the temperature increases. The other
two processes are not much different within this 3D
noise model. The principal-component decomposi-
tion clearly distinguishes these two processes by
means of the associated eigenimages.
The covariance matrix for the whole set of frames
at T  40 °C can be seen as the sum of the covari-
ance matrices obtained for each process. All these
three matrices are shown in Fig. 8. The total co-
variance is the covariance of the original set of
frames. It can be clearly seen how the covariance
matrix is decomposed in three different parts, each
one describing the covariance structure introduced
by each process.
As can be seen in the previous figures, the second
and third processes, specially, are involved with tem-
poral behavior. The first process is mainly related to
spatial noise, and it changes its weight with the tem-
perature.Fig. 7. Values of the noise for the three processes within the 3D
model of noise. a is for a blackbody temperature of 20 °C, and b
is for a blackbody temperature of 40 °C. The original set of data
is analyzed along three directions: horizontal h, vertical v, and
temporal t see Ref. 2. Each subset of columns represents the
rms value of the data along the labeled directions. TN is the total
noise of the data obtained by adding in the quadrature all the other
contributions.
5. Conclusions
We have presented the principal-component decom-
position as a method of characterizing the noise of
infrared images. The method can also be applied to
the visible image-forming devices. However, we
have focused on the infrared spectrum here because
the signal-to-noise ratio is lower and the knowledge of
the noise structure is more important than in the
visible. The principal-component analysis allows us
to picture the noise as real independent images that
Fig. 8. Plot of the variance matrix of the whole set of frames
obtained at T  40 °C, and its decomposition into the three pro-
cesses derived by the principal-component expansion.are overimposed on the scene. It also sections the
variance of the set of frames analyzed by the method.
The process is defined as a robust and stable covari-
ance structure with respect to the sample. The
method is applied to an actual set of data and allows
us to distinguish several processes involved in the
noise. With this method, the different parts of noise
can be identified as being in between pure spatial
noise and pure temporal noise. The identification of
the processes obtained by the principal-component
expansion with physical sources of noise needs more
detailed information about the physical characteris-
tics and specifications of the optical systems, the de-
tector array, the electronics, the digital or analog
treatment of the signals, and any other subsystem
influencing the final stream of data that is captured
and treated. However, some classical noise types, as
the 1f noise, require a detailed connection of the
importance of the noise with their temporal scales.
That approach is beyond the goal of this paper, which
has been mainly devoted to the presentation of the
principal-component expansion to the analysis of the
noise structure of a given set of images.
The results of the method are given as images.
Therefore the analysis of the spatial patterns associ-
ated with each type of noise is easily derived. The
previous methods for characterizing the noise for
example, the 3D noise on the basis of single-value
parameters cannot accomplish this kind of analysis.
The application of the method to an actual set of
frames taken from a given infrared camera has been
able to show noise structures that were not described
in previous models of noise characterization. In ad-
dition, the two limiting cases defined in the averaged
frame method spatial noise and pure temporal noise
have appeared from the analysis. A comparison of
the principal-component analysis and the 3D noise
description has been done, showing that the
principal-component expansion provides additional
information.
Appendix A: Test for the Grouping of the Principal
Components
In this appendix we describe a test to find if r esti-
mations of the eigenvalues, li, li1, . . . , lir1, can
be considered equal within the uncertainties that are
due to the sample.9 The hypothesis is that these r
eigenvalues are equal. The estimators, li, of the eig-
envalues of a variance–covariance matrix, calculated
from a sample with M realizations of the variables,
follows a multinormal distribution with variance–
covariance matrix13 given by
Ci, j
1
M
2i
2i, j c4
ii, j c2,2
i, j, (A1)
where i is the actual eigenvalue and c4
i, c2,2
i, j are the
cumulants of the principal components of orders 410 January 2002  Vol. 41, No. 2  APPLIED OPTICS 329
3and 2, 2 respectively. The cumulant c2,2
i, j is defined
as
c2,2
i, j
1
M k1
M
Yi
k2Yj
k2  1M k1
M
Yi
k2
  1M k1
M
Yj
k2 , (A2)
where Yi
k is the realization k of the principal com-
ponent i. This expression, owing to the finite char-
acter of the sample, is a random variable. A good
estimator for this cumulant is its averaged value.
This averaging is done by taking other samplings of
the data and is denoted as  . At this point we
assume that the process is ergodic, and therefore
the averaging along the different samplings is the
same as the averaging across the r different prin-
cipal components. Then the average along the dif-
ferent samples can be written as Yi
k2. By
definition, the mean value of Yi
k is zero. Then the
previous quantity is the variance of the variable Yi
k.
Again assuming ergodicity, we can calculate this as
Yi
k2 
1
r  1 j0
r1
Yij
k2 sk
2. (A3)
This mean value can be calculated assuming that the
realizations of the principal components correspond
with independent random variables having zero
mean and the same variance, Yi
k2  Yi1
k2 
. . .  Yir1
2  sk
2, where sk
2 is the estimator of
the variance.
The estimator of the c2,2
i, j cumulant becomes
c2,2
i, j 
1
M k1
M
sk
22  1M k1
M
sk
22. (A4)
Therefore this cumulant has the meaning of the
variance of the variance distribution of the realiza-
tions of the variables Yi
k. The distribution of each
principal component is a normal distribution, then
the estimation of the variance obeys the following
relation,
sk
2
r1
2
r  1
, (A5)
and then the variance of this distribution of variances
is the estimator for c2,2
i, j that we were looking for
c2,2
i, j  c2,2
22
r  1
, (A6)
where the dependence i, j is dropped because the
value is the same for all of them.
The cumulants of the fourth order are given as
c4
i
1
M k1
M
Yi
k4 3  1M k1
M
Yi
k22. (A7)
Again, now the best estimator for this cumulant is
provided by its mean value. To calculate this aver-30 APPLIED OPTICS  Vol. 41, No. 2  10 January 2002aged value we again use the independence of the
principal components and the normal distribution of
their values to find the estimator as
c4
i   1M k1
M
Yi
k4  3 1M k1
M
Yi
k22 . (A8)
Yi
k follows a normal distribution with zero mean.
The first term of Eq. A8 is the centered fourth mo-
ment of the variable. Therefore it obeys the follow-
ing relation,
Yi
k4  3k
4  3sk4, (A9)
where k
2 is the variance of Yi
k and sk
2 is an estima-
tor of this variance. The second term of c4
i can be
calculated by analyzing the variable y  1M k1
M Yi
k2
 1M k1
M k
2 Yi
kk
2. The quantity Yi
k2k
2 fol-
lows a 2 distribution with one degree of freedom.
The variable y is the sum of M independent random
variables. Its distribution, by the central limit the-
orem, is a normal distribution with mean and vari-
ance given by
y
1
M k1
M
k
2 
1
M k1
M
sk
2, (A10)
y
2
2
M2 k1
M
k
4 
2
M2 k1
M
sk
4. (A11)
In Eq. A7 the second term corresponds with the
averaging of y2. For the calculation, we use y2 
y
2  y
2. Then, after again applying the ergodicity
principle, we find that the second term of expression
A8 is
3 1M k1
M
Yi
k22
 3 2M2 k1
M
sk
4  1M k1
M
sk
22 . (A12)
By grouping the two terms, the mean value of k4
i is
given by
c4
i  c4 3  6Mc2,2 6M 2. (A13)
This estimator does not depend on the chosen prin-
cipal component i. However, owing to the large
value of M, those terms having M in the denominator
are neglected. The result is
c4  3c2,2. (A14)
With the previous analysis, the variance–
covariance matrix Eq. A1 has the same element
along the diagonal, 22  c4M, and then in the
nondiagonal elements we find c M. This struc-2,2
ture means that the actual value follows a normal
distribution14 N, 2, where
 
1
r i1
r
li  , (A15)
2
1
M 	1r 22 c4 r  1c2,2


2
M 4r  6rr  1 . (A16)
Therefore, to check if a given set of eigenvalues can
be considered having the same value, it is necessary
to locate those values within the previous normal
distribution and decide, for a given level of confi-
dence, if the calculated values are within the previous
normal distribution. In our case, we are interested
in the definition of diplets, therefore r  2. The level
of confidence used in this paper for grouping the eig-
envalues is 99.9%.
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